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RULES AND REGULATIONS GOVERNING THE APPROVAL FOR CONSTRUCTION 
OF.AN INSTALLATION OF PROPOSED DRIVEWAYS AND DRIVEWAY DRAINAGE 
CULVERT OR PIPES HAVING FRONTAGE OR DIRECT ACCESS TO 011 
OTHEI~WISE DIRECTLY RELATED TO A TOWN ROAD. 

GENERAL PROVISIONS 

DRIVEWAY CULVERT PIPE: 
All driveway culvert pipe with necessary collars, couplings or connectors n1ust be 

furnished by applicant. Culverl pipe rnust be new or in a condition acceptable to the 
Town of Marnakaling Highway Department. Mini1nun1 dia1neter of pipe for normal 
drainage area shall be twelve inches (12"). If water shed or drainage area warrants a 
larger pipe, the size detenninecl and recornmended by the Town of Man1al<ating 
Highway Departn1ent shall be installed. The length of the pipe installation shall be thirty 
feet (30') n1ini1nunl nol exceeding forty feet ( 40') J11axin1urn. If condilions warrant a 
deviation fron1 above rule or specification, appr_oval n1ust be obtained fron1 the 
Superintendent of Highways. Installation of driveway culv~rt pipe shall be subject to 
approval of pern1it. 

DRIVEWAY GRADES: 

Driveway grades shall be constructed lo slope downward fro1n the edge of road 
paven1ent to the existing drainage or ditchline. Where approaches are to be paved with 
billllllinous n1c:1terial or concrete, the nlinirnLIIll rate of slope shall be 1/4" per foot. For 
all other surfacing, the slope shall be a rninirnun1 of ·112" per foot. 

Driveway nlust have suitable drainage ditches and be crowned no less th8n '!/4" per 
foot. 

Area of clriveway'belween edge of road paven1ent and ditchline shall l1ave suitable 
base of at least eight inches (8") of gravel or equivalent. 

Driveways with pavernent starling al the edge of the existing road pave1nent shall 
slope downward lo lhe centerline of existing clilchline wilh a rninirnll!n slope of 1 /4" per 
foot. 

Where existing driveways are lo be paved or repaved and cl<? not n1eet lhe 
require1nenls given herein, they shall be regraded to n1eet the n1inin1Unl standards 
acceptable to this Deparl111enl. 

I 

Drainage of highway ditches shall nol be irnpeded. All driveway pipes n1usl be 
ins tolled Lo confonn with lhe existing grade of clilch or drainage line. · ,, ,, 

h 

No rart of any driveway shall be constructed outside of the frontage of an applicant's 
property. Extren1e c~re should be lal(en in, properly locating and gradir1g drives so as 
not create "Blind" poinls of egress along a highway. 

If a cuI vert pipe is require cl , cl i a 1 n e l e r an cJ I eng l h s h a II IJ e spec i fie cl by l he Town of 
Man1akating Highway Departlllent 

NOTES: Fron1 the standpoint of safely cHlcl ulilily, lhe approach fron1 a driveway or sicle 
road n1usl be cons lrucled as shown below. 

Failure lo n1aintain the proper slope and width of shoulder at such driveway ancl side 
road approaches creates a traffic hazard and a poor drainage condition. 
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STANDARD APPROACH TO TOWN ROADS 
TYPICAL CROSS SECTION (Not to Scale) 

CULVERT (Ir required) 
..-



l'-1 I t--.J I ~ IJ L \J G -,l T ~ l (__ E: 
'+ R~0ulr(~u 30

1 -,s-'ct-tP 

--~ 

------;>-> __; [ ==== ]~ 

~ + 14 "/D MAX. 

1 11/ 

.-

---I
t 

U iL\ \J ~ J A'{ + CJ be- C fl_a W'f'J (?\.::) 

--\- D -\ t) r- c.. c R \__) t--.J '- t) -\-.\- A L CJ t-J l 
u IL-\ '-.) lctA.J p _J I ~-\- 0 c...u L\J E{t..T \) I 0 £;;-

~ ~ D J 0 ln,_ ) I r c_ H L I N (:(' r:::.. {__(/'IV OJ lc<I'A a 

---:>-- -----.:; ..... _ G; X I ,y~ INC} D I T\:_ ~-1 

(_::
p Ct_ 

-1------~~ 
Kc \\JVvAY 

1---- --- _,----------------------- ----- ---------------
--



:xtSllNG· TREES & VEGETATION----, . 
. ()· ~:;q:·~lf t! Ft-.:1 1-it..ll rc-<'- 11. ,....., • ..,'!:' ,.....,, ,,........... I 

·aR·.·REMov;L.~-8\('HicH~A~vc.u \ 
;UPERINTEN D.l~NT 

~------~---+-----------------------25~0'----------------------------------~ w 

OF MAMAKATING 

~~~ w "7 

...._ .... ~ i 1 J.V ------------t-~-----f-0.0' -----~-~ ....J 

[f 1 ·' j u: 
i~ 

\ ~ ~ • --+----<----- 6. o' -----~-+-IE--- ! ~u' 
. __ )_ fr:: f 

\ 

3 
D 
-<: 
I 

IS) 
--J 
I 

!\J 
IS) 
r:::l 

r 
D z 
() 

90 

-1 
c 
r 
r 
-<: 

-FOUNDft.TION COURSE__/ 
15" GRANULAR .MATERIAL 

2IJ NYSDOT TYPE 
. ~ TOP COUR:::;t 
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REOUlRED INSPECTIONS 

1. STAKE OUT 
2. CLEAR & GRUB VifiTHJN R.O.W. 

. 3. GRADtNG-SU88ASE 
4. UTILITIES-STORM DRAINAGE 

5. FOUNDATJON *SEE NOTE 
6. B~NDER 
7. TOPSOIL, SEED 
8. TOPCOURSt 

NOTE: * f0UNDAT10N COURSE IS TO BE PROOF ROLLED PRIOR TO PLACEMENT OF PAVEMENT~ 

B~NOER. COURSE 
3" NYSDOT TYPE 

SUB-BASE 
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** COLLECTOR STREET TO PROVIDE ADDITIONAL 1 0' OF R.O.W. UNLESS AREA IS PROPOSED NOT TO BE DIS-TURBED. ~ m 

WHERE IN THF nPINfCJt,l nr:- T~~ ~0\~f~! :=~~S~~;:=::=~ ~~~8 I ;;Gn'y'y'A'T' ~ui='i:.t-W\J 1 cNUAN I, IHE PROPOSED SLOPES OF 
ROADWAYS .L\NO SWALES \¥ARRANT IT, CATCH BAS~NS AND DRAINAGE PIPES CAN BE REQUIRED. - TYPJCALLY THIS 
\f.·lLL OCCUR \lfriEN SLOPES EXCEED 7% BUT DUE TO SPECfFtC SITE CONDtTIONS THIS SLOPE M,~Y BE REDUCED. 

_MINOR Af\lD COLL-ECTOR** STREETS CROSS SECTION 
NOT TO SCi\LE 
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